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FATTORI DI CONVERSIONE TRA LE UNITA' DI MISURA
CONVERSION FACTORS AHONG THE UNITS OF NEASUREMENT

DENSITA” NOx
NOx Density

opm mg/Nme opm mg/Nims for natural gas
. . . o mg/kWh | g/MWh | mg/M) ng/) Ib/MBTU
(0%0) | (0%0,) | (3%0:) | (3%0) | "5 NVC NVC NVC NVC
ppm ]
%0, 1 2.05 0.86 176 176 176 0.49 049 | 1.13x10%3
mg/Nms |4 49 ] 0.42 0.86 0.86 0.86 0.24 0.24 | 0.56x1073
(0%0,)
ppm AV 2.40 ] 2.05 2.05 2.05 0.57 0.57 | 1.32x10%
@) | :
mg/Nms .
w0y | 0 117 0.49 1 1 1 0.28 028 | 0.65x10°
mg/kWh | g 57 117 | 049 ] ] ] 0.28 028 | 0.65x10°%
NVC
g/Nfc\éVh 057 | 117 | 049 1 1 1 028 | 028 | 06507
mﬁé’("” 2.05 43 176 16 36 36 1 1| 2330103
ng/J 2.05 42 176 3.6 36 3.6 ] ] 2.334103
NVC
'b/N"Q,'zT” 0.88108 | 1790105 | 0750108 | 1.54¢10° | 1.54¢10° | 1544108 | 0.43x103 | 0.43x103 | 1
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